
PAPER MICROMETER

Professional Convenient, Accurate thickness measurements outside the lab. Measure thickness of sheet metal, card,
paper etc. with this pocket-style micrometer.

If you can find this kind of micrometer with a non-rotating spindle mechanism, then it can be used as an
accurate measurement of paper, plastic, and other sensitive material. Each unit is designed and manufactured
for very high precision. A usual measuring instrument, a screw micrometer, cannot do that. Buyer shall make
all arrangements to receive, accept, sign, and obtain items shipped and bears costs of any return shipping.
Listing title is for search assistance only, written item description and terms of sale take precedence over
photos and titles. Moreover, compared to the identical measuring face screw thread micrometer, the V-anvil
and pointed spindle is more accurate to provide a measurement. Further, consider the thickness of the blade
and the groove width of the object going to measure, because the oversized measuring face thickness will be
hard to get inserted into the groove. Disc micrometer is suitable to measure this kind of length. General Terms
of Sale: I want happy customers and I try my best to keep purchasers informed and satisfied. That kind of
micrometer commonly has the spindle that rotates when it moves to hold the object going to be measured.
Need to know that micrometer has an only specific function. Learn more- opens in a new window or tab
Change country: There are 1 items available. Color in photos may not exactly match physical item due to
image rendering differences. Once again, thanks to everyone for your continued strong interest in these sales
But, the capability to reach mid spot depends on the frame. Screw Pitch Diameter Similar to groove, screw
pitch is also a hard-to-reach area. It measures thickness, inside diameter, outside diameter, length, and depth.
A micrometer can measure a wide range of dimensions including thickness, length, diameter, and depth.
Please enter a number less than or equal to 1. Shipping and handling. The lower anvil and movable pressure
foot are made from lapped, stainless steel. Nonetheless, if we could design a micrometer with a deep-throated
frame, the problem will be over. We might rarely measure this dimension, however, when it comes to a need,
you have known what to do. Buyer may be required to sign for receipt of shipped items at delivery. A digital
readout is provided to automatically display the specimen thickness. Tube Wall Thickness People may prefer
to refill their own volume of gunpowder to the cartridge and also it benefits them to save some bucks. We
need a special anvil to touch the surface of the pitch to measure its diameter. The construction of the model
consists of a heavy, solid frame which supports the unit and houses the reflective linear encoder and associated
circuitry. Any description is subjective opinion of seller inferring only to visible general appearance of item
and does not indicate operability or fitness. Shipping and handling This item will ship to Belize, but the seller
has not specified shipping options. It enables the measuring face to contact the groove surface properly.
However, not all the micrometers we recommend to do that. Ball Diameter Even though you can quantify the
diameter of a ball using any kind of micrometer with a flat anvil, measuring the ball diameter can be more
reliable with V-anvil micrometer. The motor-driven instrument utilizes the dead weight micrometer principle
for high accuracy and repeatability. Designed specifically with the paper industry in mind, the micrometer is
configured to meet the international specification and test standard for paper and board, TAPPI T  Thickness
Testers Paper Micrometer The NEW model Paper Thickness Micrometer combines a precision digital linear
encoder measuring system with an ultra-clear, easy-to-read digital display.


